
Designed to protect voltage sensitive electronic components from ESD and other 

transients. Excellent clamping capability, low leakage, and fast response time provide 

best in class protection on designs that are exposed to ESD.    

The combination of small size, high level of ESD protection makes them a flexible 

solution for applications such as Digital cameras,cellular phones, and MP3 Players. It 

is designed to replace multiplayer varistors (MLV) in consumer equipments 

applications such as mobile phone, notebook, PAD, STB, LCD TV etc.  

ESDQ7V0FD1 Uni-direction ESD Protection Diode

DESCRIPTION
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 DFN1610-2L

DFN1610-2L 

7F   7F = Device code 

1.6mmX1.0mmX0.5mm
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NOTICE       
JSCJ reserve the right to make modifications,enhancements,improvements,corrections or 

other changes without turther notice to any product herein.JSCJ does not assume any liability 
arising out of the application or use of any product described herein.

h

Typ.

A 0.61
A1 0.03
D 1.60
E 1.00
b 0.80
e 1.10
L 0.40
h 0.20

0.45
- -

0.35
0.15 0.25

0.05

1.08
1.55 1.68

- -

Min. Max.

0.00

0.95

Dimensions In Millimeters  (mm)
Symbol

0.55 0.66
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DFN1610-2L
DFN1610-2L

DFN1610-2L

DFN1610-2L

DFN1610-2L 1.10 1.72 0.68
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